	USER MANUAL

 HIP123(MALAYSIA)
Basic Setting      

1. Restoration
· Pick up the phone   

· and dial **9** 
· and then hang up the phone with a fresh dial tone            
· Please be careful in using the function, because it will clear all settings.  

2. Settings of calling system                                                    Can be set up to four different access number ( 12digits at most ).

   *9*N** access number **        N(system serial number)=1-4                                               Delete calling system : *2*N**                                                System serial number means the place calling system holds in the dialer (1-4).                                                        The last set calling system is considered the one being used by default.
Advanced Setting
3. Set district code                                                                                  
All access enabled as default and all domestic and international calls (including long-distance cellphone) are allowed.                                                                            Delete some district code:  **1N*district code 1*district code 2*---*district code n**                    N(system serial number)=1-4    Distrct code n: 64 groups at most                                                                                                                                Set some district code:  **0N*district code 1* district code 2*---**                                                                                       When setting several calling systems, dialer can be set to automatically choose IP system according to dialed number (district code).                                                           For example:
For two set calling systems,N = 1and N = 2, dialer is enabled to automatically choose one of them according to accessed district code. If the dialed district code does not fall into the system( N = 1), calling system will be automatically switched to the system(N = 2).  

4. Set number head for local call transferred                                     When the number head is set for local call transferred, the local call transfer is enabled. The instruction is used to designate which calling system to transfer local calls and to set number head for local call transferred. Local call transfer is disabled as default.
1) Setting number head of the enabled numbers                                                    **1N* mumber head of local call 1* mumber head of local call 2*---**
Delete :  **0N* mumber head of local call 1* mumber head of local call 2*---**                                                           2) Setting number head of the disabled numbers                              **3N* mumber head of local call 1* mumber head of local call 2*---** 
Delete :  **2N* mumber head of local call 1* mumber head of local call 2*---**
5. Auxiliary local code for dialing number                                         For dialing number, some user requires auxiliary local code besides number.                 Set auxiliary local code :  **4*local district code**                                                                     
Delete : **4**    ( space as default )                         

6. Set outgoing number                                                           If the dialers are installed on extensions, please set outgoing numbers.

 **83 outgoing code*  (2 digits at most)                                                             Alter to direct line:  **84  ( as default )

7. Use calling system by preference                                               Set current system (or prior system) of dialer:

*4*N**    N(system serial number)=1-4                                             

8. Waiting for a voice ( or tone ) after access number 
  Detecting voice ( or tone ) :  **87**  ( as default )                            Without detecting voice ( or tone ):  **87*#                                                   
9. Detecting voice or tone (Include A B C D tone and * # ) ? 
Detecting tone :  **81**                                                                                                          Detecting voice:  **81*#  ( as default )                                  

10. Set delay function after dialing access number                                                                 

The function sets delay time in terms of seconds after dialing access number.
**89T*     T =1 – 9  ( 0 as default )

11. Fflash-off function                                                         When the current calling sestem (system serial number= N) is busy (busy tone or ouiet for a time), system will be automatically switched to the another system(system serial number= N + 1) and redial, --- , if setting several calling systems.                     Finaly automatic switch back to conventional telecom or flash-off with busy tone.  

Automatic switch-back to conventional telecom:  **86*#                   Flash-off with busy tone :  **86**  (as default)
12. Set quiet time t  (See 11)
    **82T*    T = 1-9                                                             

t = 2 x T + 2 ( seconds )      ( T = 5, t = 2 x 5 + 2 = 12 as default )                                                
13. Set dialing speed                                                          There are four classes of speed ( N = 1~4 ) for choice, with 1- 4 designating slow to fast by turn. 
**88N*      2 as default

14. Set bypass code XX                                                       When user dials in XX number, dialer dials out number.   
  l        **80XX*    XX: 2 digits except *#                                                  t                                                                            Delete:  **80*   ( * as default )                    
15. Set system password
**5*nnnnnn  (6 digits of password)
Space as default                                                    Delete password:  **5##
 As soon as system password is set, it is allowed to dial and check balance, but disallowed to alter settings. To alter settings, just do the following:
Enter password:  ***nnnnnn                                            If password is correct, setting alteration is enabled upon fresh dial tone.
Remark:
 Please keep the password well, in case of missing it, you will be unable to set the dialer.
16. Remote settings                                                              1. Six seconds after two-side dialog (or successful connection) begin settings.           2. Dial remote setting startup code:  *#.                                         with the fresh dial tone, it is ready to adjust settings.                                                     3. Any side can adjust settings on demand. 
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